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Note: In this document [.] is used as decimal separator. 
 
Description 
 
The Model 8800D Vortex Flowmeter consists of a cast aluminum or stainless-steel electronics housing in 
type of protection flameproof enclosures Ex db and an integral or remote mounted stainless-steel meter 
body/sensor assembly in type of protection intrinsic safety Ex ia. The electronics processes and converts 
the sensor signal into a 4-20 mA, HART digital, pulse, Modbus RS-485, or Foundation Fieldbus output 
signal. 
 
Remote mounted sensor: in type of protection Ex ia IIC, is only to be connected to the associated Model 
8800D Vortex Flowmeter electronics. The maximum allowable length of the interconnecting cable is 152 m 
(500 ft.). 
 
Type designation 
 
8800D E 6 D MTA GN M5 A20 V5 

I II III IV V VI VII VIII IX 
 

Designation Explanation Value Explanation 

I Model 8800D Vortex flowmeter 

II 
Sensor temperature 
range 

N 
E 
S 

Standard: -40 °C to +232 °C 
Extended: -200 °C to +450 °C 
Severe service: -200 °C to + 450 °C 

III Conduit entry 

1 
2 
6 
7 

½-14 NPT – aluminum housing 
M20x1.5 – aluminum housing 
½-14 NPT – SST housing 
M20x1.5 – SST housing 

IV Output 

D 4-20 mA digital HART 

P 4-20 mA digital HART with pulse 

F FOUNDATION FIELDBUS 

C 
One 4-20 mA digital HART with scaled output and one 
FOUNDATION FIELDBUS 

M MODBUS RS-485 

V Multivariable 

MTA 
MPA 
MCA 

 
Blank 

Multivariable output with integral temperature sensor 
Multivariable output with pressure compensation 
Multivariable output with pressure and temperature 
compensation with integral temperature sensor 
No multivariable output 

VI Electrical connector 
GN 

Blank 
ATEX flameproof A size, mini connector (minifast) 
No connector 

VII Display 
M5 

Blank 
LCD display 
No display 

VIII Remote Electronics 

R10 
R20 
R30 
R33 
R50 
R75 
Rxx 
A10 
A20 
A33 
A50 
A75 

Blank 

10 ft. (3 m) cable 
20 ft. (6.1 m) cable 
30 ft. (9.1 m) cable 
33 ft. (10 m) cable 
50 ft. (15.2 m) cable 
75 ft. (22.9 m) cable 
Customer specified cable length in feet ** 
10 ft. (3 m) armored cable 
20 ft. (6.1 m) armored cable 
33 ft. (10 m) armored cable 
50 ft. (15.2 m) armored cable 
75 ft. (22.9 m) armored cable 
Integral mount electronics 

IX Ground screw V5 External ground screw 

Note: ** Consult manufacturer for additional lengths up to 500 ft (152 m) 
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Model Type Designation – QUAD Configuration 
 
 
8800D Q E 6 D D D F M5 A20 V5 

I II III IV V VI VII VIII IX X XI 
 
 

Designation Explanation Value Explanation 

I Model 8800D Vortex flowmeter 

II Meter Type Q Quad Transmitter Configuration 

III 
Sensor 
Temperature 
Range 

N 
E 
S 

Standard: -40 °C to +232 °C 
Extended: -200 °C to +450 °C 
Severe service: -200 °C to + 450 °C 

IV Conduit entry 

1 
2 
6 
7 

½-14 NPT – aluminum housing 
M20x1.5 – aluminum housing 
½-14 NPT – SST housing 
M20x1.5 – SST housing 

V 
Transmitter 1 
Output 

D 
P 
F 
M 

4-20 mA digital HART 
4-20 mA digital HART with pulse 
FOUNDATION FIELDBUS 
MODBUS RS-485 

VI 
Transmitter 2 
Output 

D 
P 
F 
M 

4-20 mA digital HART 
4-20 mA digital HART with pulse 
FOUNDATION FIELDBUS 
MODBUS RS-485 

VII 
Transmitter 3 
Output 

D 
P 
F 
M 

4-20 mA digital HART 
4-20 mA digital HART with pulse 
FOUNDATION FIELDBUS 
MODBUS RS-485 

VIII 
Transmitter 4 
Output 

D 
P 
F 
M 

4-20 mA digital HART 
4-20 mA digital HART with pulse 
FOUNDATION FIELDBUS 
MODBUS RS-485 

IX Display 
M5 

Blank 
LCD display 
No display 

X Remote Electronics 

R10 
R20 
R30 
R33 
R50 
R75 
Rxx 
A10 
A20 
A33 
A50 
A75 

Blank 

10 ft. (3 m) cable 
20 ft. (6.1 m) cable 
30 ft. (9.1 m) cable 
33 ft. (10 m) cable 
50 ft. (15.2 m) cable 
75 ft. (22.9 m) 
Customer specified cable length in feet ** 
10 ft. (3 m) armored cable 
20 ft. (6.1 m) armored cable 
33 ft. (10 m) armored cable 
50 ft. (15.2 m) armored cable 
75 ft. (22.9 m) armored cable 
Integral mount electronics 

XI Ground screw V5 External ground screw 

Note ** Consult manufacturer for additional lengths up to 500 ft (152 m) 
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Thermal data  
 
Ambient temperature range: -50 °C to +70 °C 
Process temperature range: -200 °C to +450 °C 
 
Temperature class transmitter: T6 
Temperature class sensor: see table below 
 

Ambient Temperature 
[°C] 

Process Temperature 
[°C] 

T–Class Sensor 

-50 to +70 -200 to +75 T6 

-50 to +70 -200 to +95 T5 

-50 to +70 -200 to +130 T4 

-50 to +70 -200 to +195 T3 

-50 to +70 -200 to +290 T2 

-50 to +70 -200 to +450* T1 

*The user is responsible for ensuring the surface temperature does not exceed 450°C in their specific installation 

 
 
Electrical data 
 
Power supply: 32 Vdc max (Fieldbus, digital output), Um = 250 V 
 42 Vdc max (4-20 mA HART analog and pulse outputs, MODBUS RS-485), Um = 250 V 


